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MACHINE OVERVIEW  

High Speed Nonwoven Crossfolder 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The Next Generation in Nonwovens Crossfolding 

 

     Hygienic Friendly Design 

 Vacuum-less web control system 

 Thread-less wetting system with Viton seals 

 Stainless steel components for sterile cleanup 

 

Superior Web Control 

 100% web control through cutting and stacking modules 

 Servo controlled cutting and folding with electronic phasing 

 Low profile , compact, and easy access machine design 

 

   Industry Leading Controls 

 Remote Diagnostics & Preventative Maintenance 

 Superior Recipe Management 

 Intuitive touch screen with enhanced production data: 
(extended help messaging, stop history, remote diagnostics)
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MACHINE SPECIFICATIO NS  

General Features 

Á State-of-the-art efficiency 

Á Sustainability in lotion use 

Á Excellent stack quality 

Á Changeover friendly 

Á CE certified 

 

 

 Industry Leading 

Wetting Technology 

Á  Standard 200-350% add-on  

 

Rotary Pinch Cutoff 

Á Easy set-up and adjustment 

Á Cuts a wide range of material 

range of materials 

 

Technical Data 
All information given below is dependent upon final machine specifications, options selected, and material specification 

 

Machine Speed 

Á 500 cuts / minute 

Á 100 stacks / minute 

Á 2000 wipes / minute 

 

Stack info 

Á 5 - 100 count 

Á 10 ï 90 mm height 

     (height/width ratio up to 1:1) 

 

Folded Overall Width Range 

Á 50 ï 65 mm & 90 ï 115 mm 
    (Change part needed for 65 ï 90 mm) 

 

 

Slit Width Range 

Á 146 ï 216 mm 

 

Modular Cut -off Length 

Á 170 ï 210 mm 
     (Consult PCMC for shorter cut-offs) 

 

Substrates 

Á Airlaid: 40-60 gsm 

Á Spunlace: 40-60 gsm 
     (Consult PCMC for additional) 
 

 

 

 

Parent Roll Info 

Á 864 mm max width 

Á 1.52 meters max diameter 

Á 76 mm core shaft diameter 

Á Up to four (4) slit ribbons 

 

Additional  Features 

Á Secondary unwind 

Á Auto-splice unwind stand 

Á Single lane discharge collator 

Á Compression station 

Á Two-sided wetting 

Á Non-hygienic wetting system 

 

 

(Machine shown with secondary unwind option) 


