
750-SUP Pouch Machine

• Servo-driven flying knife or guillotine cut off

• Pouches formed from one web

• Quick Changeover Times

• Versatile

• Independent Servos

• Great for Short Runs

• Intermittent or continous Gusseting

• Modular

• Recipe Storage

• Allen-Bradley Control platform

hudsonsharp.com

Features

Versatility

Quick Changeover

Great for Short to Medium Runs
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750-SUP Pouch Machine

The 750-SUP Stand-up Pouch machine has a flexible 
design for the production of stand-up pouches in one or 
two lanes with reclosable options as well as the ability to 
run 3-Side Seal (3SS) bags.

Optional Attachments:
• Dual Blade Flying Knife

• Hanger Hole Punches

• Round Corner Punch

• Dual Continous Motion Zipper Sealer

• Zipper Crush

• Zipper Opener

• Trim Removal

• SGBS Folder
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DATA SHEET-CONVERTING

Note:  Standard voltage shown, other voltage available

Product Specifications
Machine Speed Up To 200 cpm

Machine Width 750 mm (30") 

Sealing Width 710 mm (28") 

K-Seal Paten Length 610 mm (24”)

Max Gusset Depth up to 100 mm (4")

Electrical 480 Volt/60 cycle/3 Phase, 35 Kva

Materials Laminated films used for pouches
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